
The Datacard  IDCentre Bronze identification software offers basic
features for start-up ID programs. 

Datacard IDCentre Bronze identification software includes everything you need to create and maintain
a start-up ID program.  This easy-to-use package offers intuitive, versatile tools for designing ID cards 
and reports, as well as flexible capabilities for card creation, image handling, database creation and 
program administration.  IDCentre Bronze identification software offers a smooth migration path to the 
Silver and Gold editions, so you can take advantage of more advance features at any time.

 
As the largest integrator in the southwest, Multicard offers complete identification, access control and 
accountability solutions engineered to meet your needs.  Our local sales, service, and support are 
available to assist with all of your identification needs. 

IDCENTRE BRONZE IDENTIFICATION
SOFTWARE OFFERS A SMOOTH
MIGRATION PATH TO THE SILVER
AND GOLD EDITIONS, SO YOU CAN 
TAKE ADVANTAGE OF MORE 
ADVANCED FEATURES AT ANY
TIME.
 
USER-FRIENDLY SOFTWARE,
PRODUCTIVE CAPABILITIES.

 CREATE DYNAMIC CARD DESIGNS USING

SHAPE DRAWING, WRAPPED TEXT AND PHOTOS

WITH BORDER, GHOST AND TRANSPARENT

BACKGROUND OPTIONS.

RESTRICT PROJECT ACCESS BY USER AND

CREATE SECURE USER AUDIT TRAILS.

 RETRIEVE AND INCORPORATE INFORMATION

FROM A MICROSOFT ACCESS DATABASE,

ENCODE MAGNETIC STRIPES AND PRINT BAR

CODES.

 LEVERAGE THE FUNCTIONALITY OF IDCENTRE

SOFTWARE BY INTEGRATING IT WITH A DATACARD

CP40 PLUS, CP60 PLUS, OR CP80 PLUS CARD

PRINTER 
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 USE THE DATACARD IDCENTRE VIEW SOFTWARE

FOR VIEW-ONLY ACCESS TO YOUR DATABASE,

WHICH MAKES IT EASY TO ADD VISUAL 

VERIFICATION CHECKPOINTS.



Datacard IDCentre™ Bronze: ID Software

Sales, Service, & Suppl ies 888.383.6083  tel      888.916.0164  fax www.RockWestTech.com 

Sales, Service, & Suppl ies 888.383.6083  tel      888.916.0164  fax www.Mult icard.com Sa les , Serv ic e, & Supp lies  888.383 .6083  t e l     888. 916. 0164  fax www.M ult ic ard.c om 

IDCentre Bronze identification software offers core tools and has an easy migration path to more advanced capabilities in the IDCentre family.

Magnetic stripePhoto (with border, ghost or 
transparent background option)

Bar code

Variable text

Static text

Standard features
User-defined card size (CR50, CR80, custom)

Auto-create production form

Shape drawing support

Flexible font sizing and colors

Multiple field selection, alignment and formatting

Zoom in/out card design window

Zoon in/out report design window

Variable text field with masking and static text fields with word
wrap option

Fields for date (with time option), non-printable area, list,
composite, print count, auto sequence, bar codes (21 types)
and magnetic stripes 

Photo with border, ghost or transparent background option

Static and variable graphic fields (with ghost and transparent
color options)

In-production image import and export (.BMP, .EPS, .JPG, .PCT,
.PCX, .PNG, .PSD, .TGA, .TIF, .WMF)

Image storage as BLOBs or files

Multiple images per record

Quick, advanced and stored searches 

View photos in table view

Auto-create Microsoft ® Access 2000 database; databases
supported include Access 2000 or later

Online user’s guide, online help and help desk support 

USB hardware key

Application- or activity-level user security

Login timeout feature

Restrict project access by user

Secure user audit trail

Compatible with Datacard ® CP40™ Plus, CP60 ™ Plus and CP80 ™

Plus card printers

Capture options
File input

Datacard® Photo Pointe ™ Lite, Photo Pointe ™ and Photo Pointe ™

Pro solutions

TWAIN and Video for Windows capture devices

System requirements
Microsoft ® Windows® 2000, XP or Windows Vista ® operating
systems

Microsoft ® Internet Explorer Web browser (v6.0 or later)

512 MB RAM

100 MB hard disk space for application (not including database)

16-bit color/65,536 colors
(some cameras may require higher color)

800 x 600 screen resolution (1024 x 768 recommended)

CD-ROM drive 

Available USB port


